
Master Link JDT type TA
Product information

Master links for three- or four-leg chain slings.

Marking: According to standard
Finish: Red painted.
Standard: EN 818-4

Safety factor: 4:1.
Grade: 8



Part code Code WLL
ton

WLL 45- 60° 
ton

b / b1 
mm

Ø d / Ø d1 t / t1 
mm

Weight
kg

Delivery time

401100240220 TA 3/4 6 2.36 1.7 75 / 25 18 / 13 135 / 54 1.34 2

401100430220 TA 3/4 8 4.25 3 90 / 34 22 / 16 160 / 70 2.37 10

401100670220 TA 3/4 10 6.7 4.75 100 / 40 26 / 18 180 / 85 3.64 2

401101120220 TA 3/4 13 11.2 8 110 / 50 32 / 22 200 / 115 6.24 2

401101700220 TA 3/4 16 17 11.8 140 / 65 36 / 26 260 / 140 10 2

401102120220 TA 3/4 18 21.2 15 180 / 70 45 / 32 340 / 150 18.95 2

401102650220 TA 3/4 20 26.5 19 190 / 70 50 / 32 350 / 150 23.4 2

401103150220 TA 3/4 22 31.5 22.4 190 / 75 50 / 36 350 / 170 25.9 2

401104500220 TA 3/4 26 45 31.5 200 / 80 56 / 40 400 / 170 34.25 2

401105000220 TA 3/4 28 50 37.5 220 / 90 63 / 45 430 / 180 45.45 2

401106700220 TA 3/4 32 67 47.5 250 / 100 71 / 50 460 / 200 68 10

401108500220 TA 3/4 36 85 60 270 / 125 80 / 63 500 / 250 99 10

401110600220 TA 3/4 40 106 75 300 / 125 90 / 63 560 / 250 126.3 10

401113200220 TA 3/4 45 132 95 330 / 140 100 / 70 610 / 280 173.2 10
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