
Lifting Chain Grade 8
Product information

Round link lifting chain Grade 8.

Marking: According to standard, at least every 20th link, or at least one link per meter, is labeled with manufacturer, grade and traceability
code.
Temperature range: -40°C up to +200°C.
Finish: Black painted.
Standard: EN 818-2

Safety factor: 4:1
Grade: 8



Part Code Chain diameter
mm

WLL
ton

Min. Breaking force
kN.

Pitch Length ø d 
mm

p
mm

w1
mm

w2 Weight
kg/m

Delivery time

203100600000080 6 1.12 45.2 18 6 18 7.8 22.2 0.83 2

203100700000080 7 1.5 61.6 21 7 21 9.1 25.9 1.11 10

203100800000080 8 2 80.4 24 8 24 10.4 29.6 1.39 2

203101000000080 10 3.15 126 30 10 30 13 37 2.34 2

203101300000080 13 5.3 212 39 13 39 16.9 48.1 3.95 2

203101600000080 16 8 322 48 16 48 20.8 59.2 6.02 2

203101800000080 18 10 407 54 18 54 23.4 66.6 7.5 2

203102000000080 20 12.5 503 60 20 60 26 74 9.1 2

203102200000080 22 15 608 66 22 66 28.6 81.4 10.93 2

203102600000080 26 21.2 849 78 26 78 33.8 96.2 15.1 2

203102800000080 28 25 985 84 28 84 36.4 104 18.24 10

203103200000080 32 31.5 1,290 96 32 96 41.6 118 22 2

203103600000080 36 40 1,630 108 36 108 46.8 133 28.1 2

203104000000080 40 50 2,010 120 40 120 52 148 36 10
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