
Starcon Nailing Plates 10mm thickness, plastic
Product information

The Starcon Nailing Plates 10mm thickness is a plastic plate designed for use with threaded transport anchors and attaches to the thread.
Positioned above the threaded hole at the top, it ensures that concrete does not get into the thread during pouring, so the wire strap can be
easily attached by screwing it onto the anchor once the concrete has hardened. 
 
The retaining plate is screwed to the transport anchor before casting and mounted in the mould, ensuring that the thread of the transport
anchor remains free of concrete. The mold can be used several times if it is cleaned and lubricated after each use. This makes it easy to
attach wire rope straps and lifting gear products with threads by screwing these onto the transport anchor.

Areas of application: Used for embedding a transport anchor in concrete.
Advantages: Easily screws into place without the need for special tools or equipment.
Can be recycled.
Load group: 0.4t – 4t, Colour coded
Finish: Colour coded plastic

Note: The delivery time for the individual products is estimated and if the desired quantity is not in stock, please contact CERTEX Danmark
A/S – Starcon to get information about the applicable delivery time.

https://www.certex.dk/kontakt-os/kontaktpersoner/starcon


Part code Outside width 
mm

Thickness 
mm

Colour d
mm

Packing Qty. Delivery time

650600K5108KH 58 10 Grey M 8 250 10

650600K5110KH 58 10 Yellow M 10 250 2

650600K5112KH 58 10 Orange M 12 250 10

650600K5116KH 58 10 Red M 16 250 2

650600K5120KH 58 10 Green M 20 250 10

650600K5124KH 58 10 Black M 24 250 10

650600K5130KH 58 10 Green M 30 250 2


	Starcon Nailing Plates 10mm thickness, plastic

