Axel Johnson International

Eye Bolt Shoulder Rivet Crosby S-276

Shaft without thread.
The specified WLL only applies to Rec. thread. Standard is raw (without thread). Please state thread type and length when ordering

Features: Lifting at 45° to angular only 30% WLL. Lifting at 90° to angular only 25% WLL. WLL ratings are with metric threading.
Material: Forged steel. Quenched and tempered.
Note: Approved for lifting.

Safety factor: 4:1




Part Code

421100800190

421100130190

421100230190

421100230195

421100310190

421100400190

421100400195

421100750190

421100750195

421101060190

WLL
ton

0.8

825

2.25

2.25

3.1

[25

7.5

10.6

Shank DxL
mm

12.7x 825

15.9 x 102

19.1x 114

19.1x 152

22.2x 127

25.4 x 152

25.4 x 229

31.8 x 203

31.8 x 305

38.1x 381

Rec. thread

M10

M14

M16

M16

M20

M22

M22

M30

M30

M36

12.7

16

19.1

19.1

22.4

25.4

25.4

31.8

31.8

38.1

102

114

152

127

152

229

203

305

381

108

135

154

192

174

205

282

266

368

457

130

164

189

227

215

253

329

323

425

527

254

31.8

38.1

38.1

44.5

51

51

63.5

63.5

76

44.5

57

70

70

82.5

955

114

114

140

12.7

15.7

15.7

19.1

22.4

22.4

25.4

25.4

31.8

28.4

35.1

35.1

39.6

46

46

58

58

70

Weight
kg/100m

15
31.2
57
68
91
135
193
297
323

646

Delivery time

10

10
10
10
10
10

10



Blueprint




	Eye Bolt Shoulder Rivet Crosby S-276
	Blueprint


