
Rack Jack 1188
Product information

Rack jack with adjustable claw, load 1,5 up to 10 t.
Mechanical jack for working in vertical or horizontal position. Operation with foldable handle.

Material: Robust steel body with foot plate.
Marking: According to standard, Lifting capacity, serial number, CE.
Finish: Painted.
Standard: EN 1494

Part code Code WLL
ton

Crank force 
N

Lift/crank turn
(mm)

Gear transmission KN Weight
kg

Delivery time

5205200025 1188.15 1.5 190 14 4.5 : 1 16.5 10

5205200026 1188.3 3 250 8 9.5 : 1 22 10

5205200027 1188.5 5 270 4 22.5 : 1 32 10

5205200028 1188.10 10 360 4 24.8 : 1 52 10



Technical data

Technical data

Type Crank A B C D F G H I K L M N O P R S T U

1188.1,5 S SIKU 725 237 37 350 100 50 350 129 35 25 130 140 33,5 108 78 70 86 39

1188.3 S SIKU 725 182 40 387 100 50 350 131 45 30 130 140 39,5 94 92 70 132 72

1188.5 S SIKU 722 200 37 406 110 60 300 151 50 40 150 170 51,0 105 100 80 139 50

1188.10 S SIKU 797 167 42 448 125 70 300 182 60 50 150 170 62,5 115 132 90 184 66
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