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Split Suspension Bracket

. . This bracket is used for mounting directly to the underside flange of a parallel |
Product information
beam. ... Read more
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https://www.certex.dk/en/lifting-equipment/cranes/components-for-lightweight-crane-system/split-suspension-bracket-p89291
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Split Suspension Bracket
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Technical data
Part code Material Profile No. Screw
mm
6005 50 x 4 23 M8 x 30
6005 50 x 4 24 M8 x 30
6005 90 x 6 25 M16 x 50
6005 110x 8 26 M16 x 50
6005 120 x 10 27 M16 x 50
600521B04 40x 3 21 M10 x 50
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Split Suspension Bracket

Lifting Solutions Group
Axel Johnson International

Split Suspension Bracket IPN DIN1025

Profile No

For IPN 80X42

For IPN 100X50

For IPN 120X58

For IPN 140X66

For IPN 160X74

For IPN 180X82

For IPN 200X90

For IPN 220X98

For IPN 240X106

For IPN 260X113

23.000

13.0223.B08

13.0223.B10

13.0223.B12

13.0223.B14

24.000

13.0224.B08

13.0224.B10

13.0224.B12

13.0224.B14

13.0224.B16

13.0224.B18

13.0224.B20

25.000

13.0225.B10

13.0225.B12

13.0225.B14

13.0225.B16

13.0225.B18

13.0225.B20

13.0225.B22

13.0225.B24

13.0225.B26

©August 2026 - All Rights Reserved

26.000

13.0226.B16

13.0226.B18

13.0226.B20

13.0226.B22

13.0226.B24

13.0226.B26

27.000

13.0227.B20

13.0227.B22

13.0227.B24

13.0227.B26
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